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SECURE TRANSACTION MODEM 

BACKGROUND OF THE INVENTION 

1. Field of the Tnvention 

This invention generally relates to secure online transactions conducted with or 
through a modem. The present invention also relates to a modem having integral identifying 
indicia capable of communication in an online transaction to authenticate or otherwise 
validate a transaction. 

2. Description of the Related Art 

With the rapid growth of online electronic commerce and online transfers of 
information, there has been a growing need to authenticate or otherwise validate the identity 
of the participants in online transactions. In some instances, it is desirable to positively 
establish the identity of an individual attempting to gain access to a data network. For 
example, a company or other organization may wish to provide access to its data or 
communication network only to employees or authorized users. This is conventionally 
accomplished by registering user identification information such as usernames and 
associating passwords with the usernames of the authorized users. For various reasons, 
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including the failure of users to frequently change passwords, this strategy has proven 
unsatisfactory. 

Another instance in which it is desirable to authenticate or otherwise validate user 
identities is in electronic or online commerce. In some instances it may be desirable to 
positively establish the identity of a user making a transaction to authorize a charge to a user 
account. The more typical sort of online transaction includes a user providing a credit card 
or other account information to purchase a good or service. For this type of online 
transaction, vendors wish to authenticate the credit card number provided for online 
transactions to ensure that the party attempting to complete the online transaction is in fact 
the owner or authorized user of that credit card number. On the user side of electronics 
commerce, online credit card usage has been limited by fears that credit card numbers can be 
readily obtained and used in an online transaction without verification that the user is 
authorized to use the credit card account. Online credit card usage might be encouraged if 
greater assurances could be provided as to the security of the transaction. 

Various strategies have been attempted to provide secure online transactions. To 
date, these strategies have not been widely implemented, whether due to high costs or 
difficulties in using the secure transaction links. It would be desirable to provide a simple 
and cost effective method for authenticating or validating transactions. 

SUMMARY OF THE PREFERRED EMBODIMENTS 

Preferred embodiments of the present invention provide a modem with integral 
identification indicia that can be accessed by communications software such as the operating 
software of the modem and transmitted to a host to validate the identity of a user. 



An aspect of the present invention provides a secure communications method using a 
modem capable of storing identifying indicia unique to the modem. The method provides 
communications software, stored within the modem, capable of transmitting identifying 
indicia to a communications line. 

A secure communications modem provides a program memory adapted to store a 
program controlling aspects of modem operation. A processor is coupled to the program 
memory and executes at least a portion of a program stored in the program memory to 
control at least an aspect of modem operation. The program is adapted to cause the 
processor, under control of the program, to read identifying indicia stored integrally within 
the modem and communicate the identifying indicia to a host communicating with the 
modem. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a modem in accordance with a preferred embodiment of the 
invention. 

FIG. 2 illustrates an alternate embodiment of a modem in accordance with the present 
invention. 

FIG. 3 illustrates an implementation of embodiments of the present invention in an 
online transaction environment. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Particularly preferred embodiments of the present invention provide identifying 
indicia integral within a modem in a form that can be communicated to authenticate or 



validate a transaction or the identity of a user. In some embodiments, the identifying indicia 
might be provided as part of the circuitry of the modem. In other embodiments, the 
identifying indicia might be stored in a memory that can only be written when the memory in 
which the modem's operating software is stored is also written. Regardless of the form, the 
identifying indicia are incorporated within the modem and capable of being communicated 
by the modem to a host in an online transaction. The user can cause the indicia to be 
transmitted, the modem can transmit the identifying indicia automatically or, when a server 
requests the indicia, the modem can transmit the identifying indicia to validate the identity of 
a user or to authenticate a credit card or other account number. 

The identifying indicia may be incorporated in the circuitry of the modem itself, 
which makes it quite difficult to alter the indicia without manufacturing similar modem chips 
or modifying working chips. Such manufacture of. such modification is difficult and 
expensive. Similarly, the identifying indicia may be incorporated in a portion of the 
modem's memory that can be written only when the modem operating software is written to 
that memory or to a logically related memory. Most preferably, the indicia are stored in such 
a nonvolatile memory that can only be overwritten by completely overwriting the modem 
operating software. In this embodiment, the identifying indicia can only be altered if the 
party altering the identifying indicia has possession of the operating software of the modem 
in a form that can be written into the memory. Again, due to the complexity of modem 
operating software, it is quite difficult for a party to duplicate or counterfeit the identifying 
indicia. Thus, particularly preferred embodiments of the invention utilize the complexity and 
low cost of modems incorporating identifying indicia to provide a secure communication 



mechanism and method. This preferred secured transaction mechanism is both easy to use 
and of sufficiently low cost to facilitate adoption. 

A particularly advantageous embodiment of the invention provides a portable modem 
having integral identifying indicia so that the modem itself can be used in many ways that a 
credit card is presently used. An example of an appropriate portable modem might be a 
PCMCIA modem or other self contained modem capable of readily interfacing to a 
computer. By providing a portable, personalized modem having integral identifying indicia, 
the modem can be carried so that a user can maintain direct control of the account associated 
with that modem. 

In accordance with certain preferred embodiments of the present invention, secure 
transactions are mediated through a modem having integral identifying indicia within the 
circuitry of the modem. However the identifying indicia are included in the circuitry of the 
modem, the modem preferably includes a unique identification number that can be accessed 
and transmitted to identify or confirm the identity of the modem being used for a transaction. 
The identification number, or similar identifying indicia, can be permanently provided in the 
modem circuitry in the form of a once programmable memory or logic array such as a laser 
programmable or fuse programmable memory or logic array. The identification number is 
accessed by communications software, such as a specially modified version of the modem 
operating software, as a value read out from a register and transmitted by the modem to a 
host to provide the identifying indicia to the host. Most preferably, when the identification 
number or similar indicia is communicated it is encrypted to minimize the possibility that the 
identification number can be intercepted in online credit card theft. 



A user wishing to utilize a modem in accordance with the present invention 
preferably registers the secure modem with either the electronic commerce network to be 
accessed or, more preferably, the user registers the modem with the user's credit card 
company. Alternately, the credit card company or other financial institution might itself 
issue the modem with an associated account number. Regardless, actions are taken to 
associate the modem with the credit card or other account number in a secure manner, 
removed in time from the secure usage of the modem. In addition, because the modem is 
preferably issued by the financial institution that will process charges to the credit card or 
other account number, that institution can also include a public key within the modem to 
facilitate the encryption of the identification indicia for online communication. Most 
preferably the modem includes an encryption algorithm that is compatible with the host 
server that handles the online transaction. 

In what is presently believed to be a particularly appropriate implementation of the 
invention, appropriate host software is provided on a host server of a transaction network that 
can interrogate a modem in accordance with the present invention to authenticate or validate 
a transaction. For example, the host server may process electronic commerce transactions. 
A user having a computer with a modem in accordance with the present invention contacts 
the host server over a communication network through conventional dial up access over the 
switched telephone network. The electronic commerce transaction proceeds through the 
point in which credit card or other account information is transferred. When the host server 
software receives the credit card or other account information, the host software interrogates 
the user's modem for identifying indicia. The modem software then reads out the identifying 



indicia and transmits the indicia to the host server in an encrypted form. The host server 
decodes the identifying indicia and uses those indicia to authorize or validate the transaction. 

In an alternative to this embodiment, the identifying indicia may itself be a 
transaction account number such as a credit card number. In such an embodiment, the secure 
modem preferably encrypts and transmits the account number to the host server. It may in 
some instances be desirable to obtain additional authentication from the user, for example by 
requiring the user to enter a password. This embodiment provides a different sort of security 
in that the transaction account number is stored within the modem circuitry and can be quite 
difficult to read. When the account number is transmitted, it is automatically encrypted 
without requiring user participation. For this embodiment it is particularly preferred that the 
modem be small and self contained to facilitate the modem being carried. 

In a different embodiment of the present inyention, a different form of authentication 
information might be stored in nonvolatile memory on the modem. A compressed image or 
other authentication indicia might be stored in address space within non-volatile memory that 
is adjacent to or otherwise associated with the memory that stores the modem's operating 
software. For example, an image of a credit card including a credit card number and a 
signature could be stored in the EEPROM of the modem, preferably in the same flash 
EEPROM in which the operating software for the modem is stored. By providing the 
authentication information in non-volatile memory associated with the modem's operating 
software, the authentication information can only be altered when the modem's operating 
software is altered. The authentication information can be transmitted in a manner similar to 
how the identification number discussed above is used. This embodiment of the modem may 
include the transaction account number itself and so it is desirable to request confirming 



authentication such as a password, a personal identification number, or even a voice 
authorization to validate the transaction. 

In a particularly preferred embodiment utilizing a modem with identifying indicia 
within the modem memory, the modem might be issued by a bank, credit card company or 
other financial institution. Upon issuance, the identifying indicia are written into the 
nonvolatile memory of the modem, preferably at the financial institution. The identifying 
indicia might include various information including, for example, a picture of the individual 
to whom the modem is issued or an image of the signature of the user. Regardless of the 
particular identifying indicia to be stored in the modem, the identifying indicia are written 
into the modem's memory at the issuing institution. Significantly, the operating software for 
the modem is also written into the modem at the same time. This strategy ensures that only 
those with access to a complete copy of the appropriate modem software can alter the 
identifying indicia of the secure modem. Due to the complexity of the software used to 
operate a modem, the association of the identifying indicia with the modem operating 
software provides significant security to the identifying indicia. 

These strategies do not require additional circuitry or significant amounts of 
additional programming for the modem or the host server. Consequently, this strategy 
provides a significant improvement in the security of online transactions without 
significantly increasing the cost of the modem or of such transactions. There is additional 
cost to financial institutions, but it is likely worthwhile to limit credit card fraud and other 
losses incurred through insecure credit card and online transactions. 

Aspects of the invention are now described in additional detail with reference to the 
drawings, which form a part of this disclosure. FIG. 1 schematically illustrates an 
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embodiment of a modem that includes identifying indicia within the credit card circuitry. 
The modem is generally indicated at 10 and is enclosed by the dashed line in FIG. 1. The 
illustrated modem is preferably in one of the standard PCMCIA configurations. The modem 
links to host servers or communication networks over the public switched telephone network 
12 (PSTN) over a standard telephone line 14. Modems such as that illustrated in FIG. 1 
interface to host computers through peripheral or interface buses 16, such as the preferred 
card bus that links the modem 10 to a notebook or other portable computer in particularly 
preferred embodiments of the present invention. 

Modem 10 interfaces to the switched telephone network through a digital access 
arrangement 20 (DAA) that receives signals appropriate to the telephone network, e.g., 48 V 
DC, 130 mA, and converts those signals to a level that can be processed by the CODEC 22. 
CODEC receives 5 Volt analog signals from the DAA 20 and transmits similar signals to the 
DAA 20 for output onto the telephone network 12. Generally, the CODEC 22 interfaces 
with a digital signal processor (DSP) 24 and the CODEC 22 and DSP 24 communicate 
digital signals incoming from the telephone network or being output to the telephone 
network. It is not necessary to provide both a DSP 24 and a microprocessor or 
microcontroller 26, but many modems provide this configuration. Other modems provide 
only a microprocessor. It is conceivable that only a digital signal processor could be used, 
but such a configuration is unusual since there are some generally expected tasks for the 
processor 26 that are not well suited to digital signal processors. For the purposes of this 
application and this invention, the term processor is used generally to include any one of 
microprocessor, microcontroller and DSP functionality. Modems that use the presently 
preferred FIG. 1 configuration use the DSP to process those signals for which it is best suited 



and use the microprocessor 26 to communicate the with the host computer and perform other 
functions for which it is well suited. This is similarly true for the modem schematically 
illustrated in FIG* 2, below. 

Microprocessor 26 controls operation of the illustrated modem and manages 
communication with the host computer. Typically the microprocessor 26 is provided with 
one or more blocks of memory for handling various different tasks. For example, the modem 
may provide a relatively small amount of nonvolatile memory or read only memory 28 that 
can be overwritten frequently. This relatively small ROM 28 is used to store small amounts 
of information in a nonvolatile fashion that might have to be rewritten frequently. ROM 28 
might be used to store configuration information used for setting up the modem and its 
communication with its host computer. A second, larger block of nonvolatile memory 30 is 
provided as the main program store for the modem. All of the software used to operate the 
modem, including all of the necessary communication protocols for the modem's 
communication functions. Because the two nonvolatile memories are intended to be 
rewritable with significantly different frequencies, the memories 28 and 30 are preferably 
distinct. If highly rewritable flash memory becomes available, both memories might be 
provided within a single array. 

The flash memory 30 is intended to be overwritten only when the operating software 
of the modem is to be replaced in its entirety, such as when it is necessary to overwrite the 
software to accommodate a change in modem communication protocols. During 
conventional usage, the block of memory 30 is overwritten or rewritten infrequently, 
allowing this memory to be block erase flash memory. Typically the block erase flash 
memory 30 is adapted for easy block overwriting, including providing the memory with a 
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block erase and rewriting program that is transferred into the microprocessor 26 when that 
memory is to be overwritten. Alternately, the memory 30 may provide a secure memory area 
that is not overwritten when the rest of the memory is overwritten in its entirety. 

Most of the circuitry and programming for the modem 10 is conventional and so is 
not discussed in depth here. The operating software for the modem is preferably altered in 
accordance with the FIG. 1 embodiment to include an encryption algorithm that can be 
accessed when identifying indicia are transmitted. Appropriate encryption algorithms vary 
widely but are generally available. Here, the preferred encryption algorithms will be of the 
limited type that is readily exported, as additional security is not believed necessary at this 
time. Stronger encryption could of course be used. 

The FIG. 1 embodiment of a modem preferably includes a circuit that stores 
identification indicia 32 unique to each modem, with the identifying indicia associated with 
the modem during the manufacture of the modem circuitry in this preferred embodiment of 
the invention. Appropriate identifying indicia might be a string of digits of sufficient length 
to specifically identify any possible user uniquely. The identification number, or similar 
identifying indicia, preferably is permanently provided during manufacture within the 
modem circuitry. An appropriately inexpensive personalization method is preferred, such as 
laser programming or fuse programming. The indicia might be stored in a small, once 
programmable mask ROM or might equivalently be defined within programmable logic. The 
identification number or other indicia are provided so the communications software running 
within microprocessor 26 can readily access the indicia. The software stored within ROM 30 
is preferably modified to accommodate the communication of the identifying indicia to a host 
server or other computer in communication with the modem. The processor 26 might, for 
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example, access the indicia 32 in a register read. During operation, the user, host server or 
the modem itself prompts the specially modified version of the modem operating software to 
read the identification number in what is essentially a register read operation. The 
microprocessor 26 preferably then encrypts the number or other read out indicia and 
communicates the read out value through the facilities of the modem to the host server, 
thereby providing the identifying indicia to the host. 

Preferably, the modem 10 is included within a single package, preferably a PCMCIA 
package. In many instances the modem 10 can be provided on a single piece of silicon. 
Whether or not this is cost effective, it is preferred that the identifying indicia 32 be provided 
on the same piece of silicon as the microprocessor 26. This places control of the identifying 
indicia in the hands of the modem chip manufacturer, which can make alteration or 
duplication of the modem chip very difficult. 

FIG. 2 shows a different embodiment of the present invention, including a modem 40 
usable in a similar manner in preferred secure communication methods in accordance with 
the present invention. Most of the circuitry of the modem 40 of FIG. 2 is the same as the 
circuitry of FIG. 1 and so is not discussed further here. As shown in FIG. 2, the identifying 
indicia of FIG. 1 need not be provided to the FIG. 2 embodiment of the modem. Rather, the 
memory 42 in which the modem operating software is stored is modified or supplemented to 
provide indicia storage space 44. The indicia storage space 44 is preferably provided in a 
memory associated with the memory in which the modem operating software is stored. The 
indicia storage space is preferably associated with the memory space, whether physically or 
logically, so that the only way to alter the indicia or other data stored in the indicia storage 
space is to alter the modem's program memory. Most preferably, the program memory 
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rewrite or overwrite program conventionally provided for rewriting or overwriting the 
program memory 42 identifies the memory space 44 as memory to be overwritten when the 
memory 42 is overwritten. 

By providing identifying indicia within memory that can only be altered by 
overwriting the modem program, it becomes difficult to counterfeit the identifying indicia or 
the secure modem. It should be noted that the memory space 44 could be provided entirely 
within the logical address space assigned to the memory 42 to make it still more difficult to 
counterfeit the indicia or the modem in its entirety. The memory management software of 
the modem is modified to expect a portion of the memory to be devoted to the identifying 
indicia. In a manner similar to that used in the embodiment of FIG. 1, the modem software is 
modified to transmit the identifying indicia when required to validate a transaction. The 
identifying indicia may be encrypted for transmission in a manner similar to the FIG. 1 
embodiment if additional security is desired. Alternately, if additional security is desired, 
either user data such as a personal identification number or a password can be requested by 
the transaction server. Similarly, a voice communication of identification information could 
also be used to confirm the validity of the transaction. 

In the FIG. 2 embodiment of a preferred modem, the identifying indicia are 
preferably stored into the modem after the manufacturing process. The modem 40 is 
prepared to receive the indicia by providing the indicia memory space 44 and by altering the 
communications software so that the modem can transmit the data stored in the indicia 
memory space 44 when needed. The identifying indicia are preferably stored into the 
modem by the financial institution issuing the modem or that will process the financial 
transactions. In particularly preferred embodiments, the identifying indicia might be an 



13 



image of the credit card, complete with signature and preferably the image of the credit card 
holder. Such an image is preferably stored to memory space 44 in a widely accepted data 
format such as the "pdf ' format used by the Acrobat program of Adobe Software. Such a 
compressed graphics format is useful because it is nearly universally accessible and is 
compact for quick transmission over a modem. Other appropriate compressed graphics 
formats are, of course, known and might be used. 

FIG. 3 shows an electronic commerce, online transaction environment according to 
the present invention in which either of the modems of FIGS. 1 or 2 might be used. The 
modem 10, 40 is installed within a host computer 50 so that the modem communicates with 
the host computer 50 over the bus 16. The host computer 50 couples through the modem 10, 
40, through the telephone network 12 to a transaction server 52. A transaction proceeds in 
the conventional manner, except the modem 10, 4Q can communicate identifying indicia to 
the transaction server 52 as needed to authenticate or validate a transaction. 

The present invention has been described in terms of certain preferred embodiments 
thereof. It should be appreciated, however, that these specific embodiments are provided by 
way of example to enhance the understanding of the present invention. Those of ordinary 
skill in the art will appreciate that modifications, variations and extensions of the particular 
embodiments described herein are possible without varying form the fundamental teachings 
of the present invention. As such, the present invention is not to be limited to any particular 
embodiment but is instead the scope of the invention is to be determined by the claims, 
which follow. 
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WHAT IS CLAIMED: 

1 . A secure communications method, comprising; 

providing a modem capable of storing identifying indicia unique to the modem; and 
providing communications software, stored within the modem, capable of 
transmitting identifying indicia to a communications line. 

2. The secure communications method of claim 1, wherein the modem stores the 
identifying indicia integral to the modem. 

3 . The secure communications method of claim 2, wherein the identifying indicia 
comprises bits accessible by processing circuitry of the modem in a read operation, the 
processing circuitry reading the bits prior to causing the bits to be transmitted over the 
communications line. 

4. The secure communications method of claim 3, wherein the bits are stored within a 
memory array. 

5. The secure communications method of claim 1, comprising a process for permanently 
fixing the identifying indicia in circuitry of the modem. 

6. The secure communications method of claim 5, wherein the process for permanently 
fixing comprises blowing fuses. 
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7. The secure communication method of claim 5, further comprising encrypting the 
identifying indicia prior to causing the identifying indicia to be transmitted over the 
communications line. 

8. The secure communications method of claim 1, wherein the identifying indicia are 
stored in the modem within a memory associated with a program memory of the modem. 

9. The secure communications method of claim 7, wherein the identifying indicia are 
writable only when the program memory is overwritten. 

10. The secure communications method of claim 9, wherein the identifying indicia are 
formatted as compressed graphics data. 

11. A secure communications modem, comprising: 

a program memory adapted to store a program controlling aspects of modem 
operation; and 

a processor, coupled to the program memory, the processor executing at least a 
portion of a program stored in the program memory to control at least an aspect of modem 
operation, 

the program adapted to cause the processor, under control of the program, to read 
identifying indicia stored integrally within the modem and communicate the identifying 
indicia to a host communicating with the modem. 
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12. The modem of claim 1 1 , wherein the identifying indicia are stored in an indicia 
memory physically or logically adjacent the program memory. 

13. The modem of claim 11, wherein the identifying indicia are stored in an indicia 
memory, the indicia memory writable only when a substantial portion of the program 
memory is written. 

14. The modem of claim 1 1, wherein the identifying indicia are stored permanently 
within the modem. 

15. The modem of claim 11, further comprising means for encrypting the identifying 
information prior to communicating the identifying information to the host. 

16. The modem of claim 14, further comprising means for encrypting the identifying 
information prior to communicating the identifying information to the host. 

17. The modem of claim 15, wherein the identifying indicia are stored within a write 
once memory array and are accessible in a register read operation by the processor. 

1 8. The modem of claim 14, wherein the identifying indicia identify an aspect of a 
financial transaction account. 
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1 9. The modem of claim 1 1 , wherein the identifying indicia include an account number 
for a financial transaction account. 

20. The modem of claim 1 1 , wherein the identifying indicia are stored in nonvolatile 
memory within the modem. 

21. The modem of claim 20, wherein the identifying indicia are stored in a compressed 
format. 
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ABSTRACT OF THE DISCLOSURE 



Secure transactions are mediated through a modem having integral identifying 
indicia. For example, the modem may include a unique identification number that can be 
accessed and transmitted to identify or confirm the identity of the modem being used for a 
transaction. The identification number, or similar identifying indicia, can be permanently 
provided in the modem circuitry in the form of a once programmable logic array such as a 
laser programmable or fuse programmable logic array. The identification number is accessed 
by communications software, such as a specially modified version of the modem operating 
software, as a value read out from a register and transmitted by the modem to a host to 
provide the identifying indicia to the host. A different form of authentication information 
might be stored in non-volatile memory on the modem. A compressed image or other 
authentication indicia might be stored in address space within the non-volatile memory that is 
adjacent to or otherwise associated with the modem's operating software. By providing the 
authentication information in non- volatile memory associated with the modem's operating 
software, the authentication information can only be altered when the modem's operating 
software is altered. The authentication information can be transmitted in a manner similar to 
how the identification number discussed above is used. 
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□ 

□ 



ORIGINAL 

CONTINUATION 

DIVISIONAL 



As a below named inventor, I declare that the information given herein is true, that I believe that I am the original, first and sole inventor (if only one name is listed as 1 below) 
or an original, first and joint inventor (if plural names are listed below) of the subject matter which is claimed and for which a patent is sought on the invention entitled: 

SECURE TRANSACTION MODEM, 

the specification of which is attached hereto unless the following box is checked: 

S was filed on August 30, 1999 as United States Application Number or PCT International Application Number (not vet assigned) . 
My residence, post office address and citizenship are as stated below next to my name. 

I acknowledge my duty to disclose information which is material to the patentability of this application in accordance with Title 37, Code of Federal Regulations § 1.56(a). 
I hereby state that I have reviewed and understand the contents of the above identified specification, including the claims, as amended by any amendment referred to above. 
I hereby claim foreign priority benefits under Title 35, United States Code, § 1 19 of any foreign applications) for patent or inventor's certificate listed below and have also 
identified below any foreign application for patent or inventor's certificate having a filing date before that of the application on which priority is claimed: 

PRIOR FOREIGN APPLICATION^) 



COUNTRY 



APPLICATION NUMBER 



DATE OF FILING 
Month Day Year 



PRIORITY CLAIMED UNDER 
35 U.S.C. 119 



I hereby claim the benefit under Title 35, United States Code, §120 of any United States application^) listed below and, insofar as the subject matter of each of the claims of 
this application is not disclosed in the prior United States application in the manner provided by the first paragraph of Title 35, United States Code § 1 12, i acknowledge the 
duty to disclose information which is material to patentability as defined in Title 37, Code of Federal Regulations, § 1.56(a) which occurred between the filing date of the prior 
application and the national or PCT international filing date of this application. 



(Application Serial No.) (Filing Date) (Status) 

POWER OF ATTORNEY: As a named Inventor, I hereby appoint the following attorney(s) and/or Agent(s) to prosecute this application and transact all business in the Patent 
and Trademark Office connected therewith. 

STUART LUBITZ, Reg. No. 20,680; LOUIS A. MOK, Reg. No. 22,585; JOHN P. SCHERLACHER, Reg. No. 23,009; MICHAEL J. RAM, Reg. No. 26,379; LEWIS ANTEN, Reg. 
mo. 26,604; HIDEO KODA, Reg. No. 27,729; JoANNE S. REDMANN, Reg. No. 31,482; SONG K. JUNG, Reg. No. 35,210; WILLIAM H. WRIGHT, Reg. No. 36,312; AMEDEO 
^RRARO, Reg. No. 37,129; LEE J. MANDELL, Reg. No. 37,176; JONATHAN V. KANG, Reg. No. 38,199; DAVID L. LUBITZ, Reg. No. 38,229; WEI-NING YANG, Reg. 
«&. 38,690; KARLTON BUTTS, Reg. No. 39, 126 



\ X: £end correspondence to: 



LOEB & LOEB LLP 
10100 Santa Monica Blvd. Suite 2200 
Los Angeles, CA 90067-4164 



DIRECT TELEPHONE CALLS TO: 



WILLIAM H. WRIGHT 
310-282-2260 





Name of Inventor 


Residence: CITY 




STATE or COUNTRY 




William M. Parrott 


Simi Valley 




California 
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Post Office Address 






CITIZENSHIP 




c/o Xircom, Inc. 

2300 Corporate Center Drive 

Thousand Oaks, CA 91320 






United States 




Name of Inventor 


Residence: CITY 


STATE or COUNTRY 


Z 2 


Post Office Address 


CITIZENSHIP 




Name of Inventor 


Residence: CITY 


STATE or COUNTRY 
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Post Office Address 


CITIZENSHIP 




Name of Inventor 


Residence: CITY 


STATE or COUNTRY 


4 


Post Office Address 


CITIZENSHIP 



I further declare that all statements made herein of my own knowledge are true and that all statements made on information and belief are believed to be true; and further that 
these statements were made with the knowledge that willful false statements and the like so made are punishable by fine or imprisonment, or both, under Section 1001 of Title 
18 cf the United States Code, and that such willful false statements may jeopardize the validity of the application or any patent issuing thereon 



SIGNATURE OF INVENTOR 1 


SIGNATURE OF INVENTOR 2 


DATE 


DATE 



CC21 9807.1 
00819320001 
08/30/1999 sjb 



MH 11/94 



